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( Physical .

® Transport Options: 1 x Handle
(Top)

®* Mounting: 1.4" / 35.56 mm Pole
Socket

® Construction Material: Perforated
Metal Grille, Polypropylene
* Weight:38.21b /17.3 kg

2 3 pcs - Memory Card 128 GB 1,194 3,582.00"
3 3 pcs | Memory Card 64 GB 700 2,100.00°
4 4 pcs | Lomputer USB Keyboard 550 2,200.00 -
5 4 pcs _€omputer USB Mouse 400 1’500_00/
DSLR Flasher |
Specs: ’

Flash exposure *I-TTL |
control *D-TTL

* TTL (film based)

* Balanced fill-flash

* Manual

Guide number * 30/98 (ISO 100, m/ft)

+42/138 (1ISO 200, m/ft)

" at 35 mm zoom-head position,
B0°F

Flash coverage «24 -85 mm

* Extendable to 14 mm with builti
flash adapter

* Manual

Flash shooting *0.6t020m (2t065.6 ft)

distance range *in auto flash mode, varies depg
on ISO, zoom-head position and
aperture

PC ] Power switch « Off 11,500 11,500-00 /

+ Standby

Recycling time * Approx. 3.5 sec (Alkaline batter

Number of flashes + Approx. 200 (Alkaline battery)

Creative lighting A variety of flash operations are
system with camera's compatible with C
Lighting, FV Lock flash, Flash co
information communication, Aut
High-Speed sync, and Wide-are
Assist llluminator.

Display LCD segment type

LCD back light LED type

Shoe-lock One action lock

Power 4 x AA batteries

Dimensions 124 x 90 x 68 mm (4.9 x 3.5 x 2.

Weight (no batt) 300g (9.6 oz)

Box contents Speedlight stand (AS-19), Soft ¢
(SS-600)

Made of Bidding: Public Bidding

Time of Delivery — 15 days upon PO/NTP
receive

Place of Delivery — PriMeR Office

TOTAL 66,752.00 _{~




