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unit

Sudlion machine, portable
-hospital-grade construction with accessories

9,000.00

45,000.00
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unit

Chlorinator

flow rate : 0.4 - 54 lithour

-maximum back pressure: up to 20 bar
-power supply: 100 -240v, 50-60 hz
-stroke rate: from 120 - 300 strokes! min

195,000.00

195,000.00
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unit

Audiological Hearing Equipment for Newborn

- Test method — TEQAE +DPOAE

- Evaluation method — noise-weighted overaging, counting of significant signal
peaks phase statistics

- Stimulus type — click sound/ primary fone pair F2f F1=1.22

- Stimulus level — 60-80 dBf 50-65 dB SPL

- Frequency range — 1.5 KHz — 4 kHz/ 2 kHz, 4iHz, 5kHz

|- SIN—6dB

- FPags — 3 or more of the 6 frequencies/ 3 or more of the 4 frequencies

'398,000.00

3,582,000.00

- Display —measurement progress S/IN

- Result display — PASS/ REFER

- Display — 2.4 inch color TFT-LCD

- Touch butfon keypad for easy operation

-Storage capacity — 200 test resuls for 50 patients

- Test results can be printed in the RAM, ready for printing anytime
- Detachable probe, easy to clean

k]

unit

Finger Pulse oximeter

2,500.00

12,500.00
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unit

Wheelchair, Bariatric, Heavy Duly
-steel lightweight steel frame

-at least 22° seat width

fixed amrest

-seat height -50 cm

-loading capacity — 125 kgs

55,000.00

165,000.00
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unit

Autoclave Machine, table top, heavy duty

-automatic sterilization

-maximum temperature — up fo 134°¢

-with over-tlemperature, over-pressure, auto-protect device
-automatic cut-off power after sterilization

-stainless steel structure

-at least 24 liter capacity

“working pressure : 0.22 Mpa

-power: 1.5 kw/ AC 220 V 50 Hz

158,000.00

316,000.00
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unit

Mobile Delivery Room Light
-glameter: 300 mmm

-luminance; 80,000 lux

-spot diameter. (d50) — 80mm
-spot diameter, {d10) - 150mm
-depth of luminance — 80 om
-power of bulb -1w x N20

-input power -50w

-LED service life — 100,000 hours
-voltage — 220V 50 Hz

345,000.00

345,000.00

unit

Phototherapy Unit (bililight) with crib & mattress
-observation side of hood — 2 indline

-operate port -6 ( 2 iris ports)

-tubing grommets - 4

-air temperature controf range - 20°c ~ 37°¢
“emperature override mode - 20°¢-39°¢

-skin temperature sensor acouracy - 30°¢ " 37°%

198,000.00

594,000.00




