using 0.40 m x 0.19mm x
50mm double furring ceiling

angle

joist and powder coated, white
0.40mm x 25mm x 25mm wall

SQ.M.

75.83

PART

ROOFING WORKS

1014

PRE- PAINTED OVEN-BAKED
METAL SHEETS

IN.M.

457.00

625.13

285,684.41

PART

J

DOORS AND WINDOWS

1007

ALUMINUM WINDOWS

UNIT

30.00

10,710.00

321,300.00

1008

GLASS WITH ALUMINUM
FRAMES DOORS

SQ.M.

6.00

12,600.00

75,600.00

1005(5)

STEEL WINDOW

SQ.M.

1.79

7,056.00

12,630.24

W7 - Window opening on CHB
Wall, 0.65 m x 2.75 m with

flat bar framings

12mm square bar vertical grilis
spaced @ 10cm on centers and

1010

(b}

WOODEN DOORS W/ DOOR
JAMB

UNIT

5.00

29,988.00

149,940.00

Equipment for Wooden Doors
w/ Door Jamb using the
following:

Supply of Materials, Labor, and

D3 - Kiln Dried Wooden Panel

6" S48 2" x 6" S45 Kiln Dried
Wooden Jamb, complete with

x 3 1/2" Loosepin Hinges

Door, 0.80m x 2.10m with 2" x

Kwickset Door knob and 31/2"

SET

3.00

D5 - Kiln Dried Wooden Panel

6" S4S 2" x 6" 84S Kiln Dried
Wooden Jamb, complete with

Door, 0.70m x 2.10m with 2" x

Kwickset Door knob and 3 1/2"

SET

4.00

D6 - Kiln Dried Wooden Panel

6" S48 2°x 6" 548 Kiln Dried
Wooden Jamb, complete with

x31/2° Loosepin Hinges

Door, 1.00m x 2.10m with 2" x

Kwickset Door knob and 3 1/27

SET

1.00

D7 - Kiln Dried Wooden Panel

" 948 2" x 6" 84S Kiln Dried
Wooden Jamb, complete with

SPL 1

1100

1101

D9 - Kiln Dried Wooden Panel

Wooden Jamb, complete with

PVC DOORS FOR C.R.

ELECTRICAL WORKS

CONDUIT, BOXES AND
FITTINGS

Door, 0.90m x 2.10m with 2" X
Kwickset Door kmob and 3 1/2°
x31/2" Loosepin Hinges

Door, 0.60m x 7 10m with 2" X
6" S48 2"x 6" 848 Kiln Dried

Kwickset Door knob and 3 1/2°
x31/2" Loosepin Hinges

WIRES AND WIRING DEVICES

SET

SET

200

3.00

2.00

1,231.00

4,231.00

9,777.60

107.00

l 227.62

]

19,555.20

.

131,717.00

963,060.22
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